32” Hi-Brightness LCD Open Flame Module

Specification (Tentative)

OFM-H320W1000

Brand
New,

W Specifications may change without notice.

Model Name

OFM-H320W1000

Display Type

TFT LCD Panel (IPS)

Pixel Format

1366 X 768

Screen Size (Diagonal)

31.51 inches (800.40mm)

Display Colors

8 bits interface (16.2M Colors)

Brightness

1000cd/m2 (Typical Cener 1 point))

Contrast Ratio

1600: 1 (Typical)

Response Time

8ms (Typical)

Viewing Angle

Horizontal:178° (L/R), Vertical:178°(U/D) - Typical

Max Resolution

1360 X768

OSD Control Auto Setup,Brightness,Contrast,Phase,Position,Color Temparature etc.
Plug & Play DDC1/DDC2B

Power Saving VESA DPMS

Operating Temperture 0°c-50°c

Operating Humidity

20%-90% (No condensation)

Power Voltage

AC100-240V 50/60Hz, 24VDC

Power Consumption

380W(380VA) with both lamp operation

Dimensions

W813mm X H501mm X D96mm

Weight (without stand) 23Kg
Input Terminals D-sub 15pin X1, DVI X1, RCA X1, S-Video X1
Option AR Protection Glass, Auto Dimmer, Touch Screen

Available for rental and purchase from
Muse Presentation Technologies
3510 South Susan St e Santa Ana, CA 92704
800-950-4955 e wil@museprestech.com




